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ABSTRACT 


The survivability criterion of a communication network 
consisting of satellite and terrestrial radio links, is 
defined as a number "m" of node-disjoint paths between any 
node and the ground satellite terminal, assuming that the 
terminals and the satellite links are highly invulnerable. 

In this. thesis, an heuristic method for finding the 
required number and the locations of satellite ground ter- 
minals and designing a low cost Leccestsclal network satisfying 
a prespecified survivability criterion in an area with a 


specific geographical condition is presented. 
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ie EN ERODUCTION 


A. BACKGROUND 

In July 1977 Indonesia's second domestic satellite was 
launched. That was part of the Government's major program in 
developing a new communication system. The main goal of 
establishing a new communication system is to provide a good 
and reliable public communication system,all over the country. 
Since Indonesia consists of many islands, stretching over 
5000 km, then the system that will provide low cost, reliable 
communication spanning thousands of kilometers of land and 
water is a satellite system. Under this kind of system, 
geographical conditions of the country will become a less 
important factor. 

The Indonesian Armed Forces, as an organization having 
responsibilities of national defense and security, also needs 
a reliable communication system that is able to support the 
Nationwide Command and Control System. The existing high 
Frequency (H-F) military communication system does not pro- 
Vide adequate support to the Armed Forces to carry out the 
mission due to the limited performance of the system. The 
H-F communication system is highly dependent on the meteoro- 
logical conditions. In a tropical country, where weather 
Phenomena are unstable, the H-F transmission is unreliable. 
It 1S not unusual to have an indirect transmission of messages 


From a particular military installation to the Headquarters 





Or vice versa. But the most serious disadvantage of the 
existing H-F communication system is the poor security 
due to the nondirectivity of propagation. 

To improve the existing communication system, the mili- 
tary sees a possibility to use a satellite as the media cf 
its communication. The satellite system 1S considered to 
be critical to national defense and security. It has some 
technical characteristics that are ideally suited for mili- 
tary purposes, such as high quality secure voice, high sped 
data transfer, and real time accurate data processing, 
Moreover, the availability of portable satellite terminals 
yields three favorable aspects: less vulnerability, more 
flexibility and greater coverage. Thus, whenever emergencies 
dictate, access to remote and hostile areas not served by 
the government system can be quickly established using vA 
transportable ground terminals. 

Considering the above facts, and since the need for 
improvement of the existing communication system is real, 
a new military satellite communication system must be 


properly defined and developed. 


See LoOLTARY REQUIREMENTS CONSIDERATIONS 

A military communication system 1s supposed to operate 
under all environmental conditions or potential threats. 
It must be capable of directing and monitoring peacetime 
operations, providing tactical warning, directing wartime 


decisions and monitoring the execution of the decisions. 
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Due to these specific functions that must be fulfilled, 
military communication systems must satisfy some additional 
requirements beyond those for public systems. 

La Vean [1] analyzes some requirements imposed on the 
U.S. Defense Satellite Communication System (DSCS). These 
distinct requirements usually refer to some features that 
Post be fulfilled by a military communication system, and 
it generally can be stated that they will drive up the 
system's cost. 

Since satellite communication for the Indonesian Armed 
Forces 1S in its early stage, only three of the many military 
requirements will be considered. They are: 

i Positive operational control 

meee SUEVIVability 

Bee Security. 

Positive operational control means that the system must 
be under military command and control at all times. Military 
links are so vital that only military facilities can be 
used to establish and maintain them. 

The survivability of a military communication network 
can be interpreted as electronic and physical survivability. 
Electronic survivability is the ability of the networks to 
Survive from enemy's electronic countermeasures. This prob- 
lem is technical in nature and itis concerned with the use 
of sophisticated electronic devices. Physical survivability 
of the networks is the ability to survive after an enemy 


attack or sabotage. It is a function of the probability of 


dol 





Survival of the terminals and the links. To enhance the 
survivability of the networks one might increase the proba- 
bility of survival of the terminals or the links, or one 
might increase the number of links between any pair of 
terminals without increasing the probability of survival 

of each link. One may also change the topology of the 
network or use some combination of these techniques. In 
this thesis only physical survivability of the networks will 
be considered. 

A reasonable measure of the Survivability of a network 
is the minimum number of links "m" that must be destroyed 
Beaoreya Particular node cannot communicate with any other 
node. In other words, there must be at least "m" disjoint 
paths between any pair of nodes. The number "m" is usually 
called the link redundancy. 

The security requirement is more technical in nature, 
concerned withcoding and decoding the messages, digitization 
of voice signals, type of modulation and carrier frequency 
used. It is also related to the communication media involved. 
It was already noted in the previous section that the existing 
H-F communication system has a poor security and steps must 


be taken to improve it. 


SOY SOTEM'S ALTERNATIVES 
There are three system's alternatives that can be adopted 
as the new military communication system. They have different 


capabilities of satisfying the requirements discussed in the 


abe 





previous section and they also differ significantly in 
investment cost. These three systems alternatives are: 

1. Complete dependence on the government system, 

2. Full military system, and 

3. QuaSi-military system. 

In the first system's alternative, the military installa- 
tions get access from the government's ground terminals 
and use the links as an ordinary public subscriber. Notice 
that the government system is designed for public use and 
it is administered and operated by the Directorate of Post 
and Telecommunication. Thus they focus their attention only 
to public and governmental needs. Hence it is clear that 
none of the military requirements are satisfied by this type 
of system. To adopt this system as a military communication 
network will be an improper choice. 

The second system alternative requires building a 
separate satellite communication system strictly for mili- 
tary purposes. This is the best communication system the 
Armed Forces might have, but it requires tremendous invest- 
ment cost. The cost consideration prohibits the Armed 
Forces from choosing this sytem. 

In the third system alternative, some components of 
the system are operated by the military and the others are 
under the government's control. To select which components 
of the system will be under military control, notice that 
the satellite is less vulnerable than the ground components 


of the system. Moreover, the cost of the satellite and the 


SESS: 





cost of putting it into an orbit contribute the largest 
part of the construction cost of a satellite communication 
system. Thus the best way to adopt this alternative will 
be to use some channels from the government's satellite and 
to build separate satellite ground terminals and terrestrial 
networks strictly for military purposes. Under this kind 
of system, the required investment cost will be reduced 
Significantly and the military will have a full command and 
control over the more vulnerable components of the system, 
i.e., the terrestrial network. A special protection to 
increase the invulnerability of the terrestrial network can 
be provided by the Armed Forces, once it is under their 
control. Hence, considering the trade-off between the cost 
Saving incurred and the degree of control over the system, 
to adopt this system as the new military communication 
system will be an optimal choice for the Armed Forces. 

Once the satellite is available, the new military communi- 
cation system might consist of satellite links only. In 
this case there must be a ground terminal in every military 
installation. Considering the number of military installa- 
tions included in the communication network, this kind of 
system will require a large investment cost, hence it will 
not be considered. 

Another approach for the new military communication 
system is to build a satellite ground terminal for several 
military installations, and then construct the terrestrial 


network connecting these military installations to the 
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satellite terminal. This approach will reduce the invest- 
ment cost required since it is not required to build a 
satellite ground terminal in every military installation. 
In this thesis, this type of system will be considered as 
the new communication system of the Indonesian Armed Forces. 

To enhance the security of the system, we will suggest 
replacing the existing H-F links with microwave links having 
a high directivity of propagation. The microwave links that 
are commonly used today for terrestrial communication sys- 
tems fall into two main categories, namely, line-of-sight 
(LOS) and tropospheric-scatter links. The tropospheric- 
Scatter has some advantages over LOS systems when the 
intervening terrain 1S accessible only with difficulty or 
when sea crossings are involved, but its construction, 
operating and maintenance costs for the same number of 
channels and same distances are far more expensive than LOS 
systems [2]. Since the tropospheric-scatter system does 
not require remote repeater stations, then the survivability 
of tropospheric-scatter links is higher than LOS links, how- 
ever the cost incurred is Significantly large. Provided 
that the satellite links are available, then the advantages of 
the tropospheric-scatter system stated above will diminish. 
Thus, the LOS link will be used in the terrestrial network 
of the new military communication system and special 
efforts will be given to improve its survivability. 

In this thesis, an heuristic solution method for designing 


a new military communication network consisting of satellite 


iS 





and terrestrial LOS links is presented with emphasis on 
the survivability of the terrestrial network. The surviva- 
bility criterion imposed on the network will be defined in 


the next chapter. 
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II. PROBLEM STATEMENT 


To understand the problem, it 1S necessary to understand 
the communication procedure in the Indonesian Armed Forces. 

Indonesia is divided into four Defense Area Commands (DAC). 
In each DAC there are several Military Region Commands (MRC) 
of the Army, Navy and Air Force. The locations of DAC and 
MRC Headquarters are shown in Figure 1. DAC coordinates 
the joint operational activities of the Armed Forces in its 
area. Thus from each MRC Headquarters there must be a 
communication link to DAC Headquarters. Also from DAC Head- 
quarters to the Department of Defense (DOD) in Jakarta as 
the highest operational command in the Armed Forces. These 
links are used to support the command and control activities 
of the Armed Forces. 

Moreover, each MRC Headquartersshould have a link to 
it's respective Service Headquarters in Jakarta. These 
links provide support to the administrative activities of 
the Armed Forces. The two kinds of links and the communica- 
tion procedure are shown on Figure 2. 

The existence of two kinds of links, operational and 
administrative does not imply that there should be two 
communication systems. Those links only show the hierarchal 
procedures of operational and administrative activities in 
the Indonesian Armed Forces and both can use the same system. 

Notice that most of the communication links are going 


to Jakarta. This 1S obvious since the Headquarters of the 
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highest commands in the Armed Forces are located in Jakarta. 
In practice, it is also desirable for the DAC Headquarters 

to be interconnected. These links might be used fora 

direct exchange of information concerning threat, force 
status and other ongoing activities. The connections between 
MRC Headquarters will not be emphasized since there is no 
necessity to do so. In the case of emergency, they will 
always be able to communicate to each other via DAC 
Headquarters. 

From the hierarchal communication procedure in the 
Indonesian Armed Forces, the required connections between 
Headquarters can be represented by an incidence matrix as 
shown in Table l. 

The survivability criterion imposed requires the network 
to have connections satisfying the incidence matrix in 
Table 1, each with at least "m" node-disjoint paths. 
Depending on the distance between the Headquarters, these 
paths might consist of satellite, terrestrial or a combination 
of both types of links. Assuming that: 

1. The satellite terminals and links are highly 

invulnerable, 

2. The expected threat is from air or ground attack 

using conventional armament, 
then the problem of survivability will be focused on the 
terrestrial links only. Since the MRC or DAC Headquarters 
that cannot communicate directly with DOD or the Service 


Headquarters must be connected to a satellite terminal, the 
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redundancy "m" will be applied to the links connecting the 
MRC or DAC Headquarter to the satellite terminal. The 
value of "m" assigned to each Headquartersmight be differ- 
ent. To show this difference, the survivability criterion 
of the military communication system will be written as 


7 the minimum number of node-disjoint paths from the 


a Headquartersto some satellite terminal; i1=1, 2, ... 29. 


Thus, given some information about the locations of 
the Headquarters, the required connection between Headquarters 
and the survivability criterion for the networks and knowing 
that the link redundancy will increase the system's construc- 
tion cost, we define the problem as to find a method for 
constructing a low cost military communication network with 
a least m; node-disjoint paths from each Headquarters to 
some satellite terminal. 
The method must be able to 
1. find the required number of satellite terminals, 
2. find the best location (in terms of cost) for the 
satellite terminals, 
3. select which nodes are connected to which satellite 
terminal (to cluster the nodes), 
ioeesina a Low Cost configuration of the terrestrial 


network satisfying the given link redundancy Mm - 


Ze 





fil ene MebE 


Given the location of military Headquarters in Figure 
1, the incidence matrix shown in Table 1 and the values of 
m5; for all Headquarters, the communication network can be 
modeled as an undirected graph with Headquarters corres- 
ponding to nodes and links corresponding to branches. 

To generalize the problem assume that we have a set 
of nodes N= {N,,N,, ae NA} and a required incidence 
matrix. We are also given a set of Bos sible 1OGatlOns sEOs 


the satellite ground terminals T = {T,, Tor seer Ae 


i 
This set T must satisfy two basic requirements: 

1. The location of satellite ground terminal must 
guarantee a full support to the terminal to perform 
it's technical functions. 

2. It must have full protection against physical 


attack. 


Let us define the following: 


N : the set of all nodes 
N. : the jE node 
n, 3 the weight attached to N. , representing the 


number of channels that must be connected 
LO N. to handle the messages that originate 


or terminate at N. 


23 





oe ; the weight attached to satellite terminal 


J 
T. , representing the channel-capacity of 
Pe 

J 

ae a link connecting N. and NL 

Pip 3 the capacity of link dey in number of 
channels 

d. >: the degree of N. mtniat 1s, the number of 


links incident with N. : 


The link redundancy ms for each node N, means that 
the degree of each N; 1s at least ms - The degree of 
the nodes will have an effect on the number of links in 
the network, which in turn, will affect the cost of estab- 
lishing the links. Thus, when constructing a network with 
link redundancy m+ for each node N; , we will assume 
the degree of each node d. is exactly equal to ms 
Since this configuration gives the minimum number of links. 

Hence if ST is aset of s satellite terminals, NM 
is a set of n nodes having microwave terminals and SN 
if the union of ST and NM , then given ms Me amare yl CL 
N. e¢ NM , the overall terrestrial communication network can 
be modelled as an undirected graph with an n by nn+s 


incidence matrix xX = {x.,} , where i 1s the subscript 


i 
of N, ¢ Ny and b is the subscript of either N;, € NM 


or me e ST and 
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1 it there ws a link 2&. between 


1b 
VeaeeevMmerancduens. «© NM’ or TT. € ST , 
1 k 7 
1 #k 
a = le) 
0 otherwise . 
, x, = Mm, for all b subscript of N, « NM (2) 


and ae e ST . 


Since each node must be connected to a satellite terminal 


either directly or via any other node, then 


) aes g, for all N; connected to T; . (3) 
a 


The total construction cost of the network can be written 


as 
TC = CMR ea) ) Xe. * Cu, (4) 
Mec N, eNM a i we ue 
where 
ita :, 7h . 
os : the cost of establishing j satellite 
terminal ae ; 
I; >: the cost of establishing microwave terminal 
at N. , and 
1 
C: : the cost of establishing link 2., . 
mbt) i) 
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The costs G. and I. depend on the size of the ter- 
minals. Once determined, then throughout the process of 
designing the network and computing the construction cost, 
G. will be constant. I. PeOuwEne OEnNer hand, will be 
related to the topology of the network as explained in 
Beetion IV.C. 

b depends on the length of ey and also 


on the link capacity Pay - The exact dependency of cost 


The cost C; 


on the length and capacity of the link has not yet been 
formulated. In most studies, the cost of establishing 

a link is expressed as a function of one of these variables. 
In this model, since length is fixed, the cost of estab- 
lishing a link really depends only on capacity (one variable). 
Tt is assumed that this cost is a linear function of link's 
capacity. Then if Coy is the cost of establishing link 

Lab Pomone Ulntt Capacity, the link's cost function can 


be written as 


iS) 


Thus, in terms of the mathematical expressions defined, 


the model can be written as: 
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minimize 


subject to 


and 


ae 


oe 


EOrera 1. N. ce NM 


ue feullal N. connected 
either directly or via 


any other node to Be 





iin SOLU TTON METHOD 


To solve the problem, one might start with predetermined 
locations of satellite terminals and then construct the 
terrestrial network. The difficulties with this method are 
that the required number of satellite terminals is unknown 
and also that the given fixed locations will not guarantee 
the least expensive connection to the nodes. 

Another way to solve the problem is, first, to partition 
the network, that is, divide the nodes into several disjoint- 
subsets. By doing this, we will have to identify approximate 
locations of the satellite terminals. Since in each subset 
there will be a separate subnetwork, independent of the 
others, the design problem of each subnetwork will also be 
solved separately. However these problems are similar, thus 
the solution method can be developed from one subnetwork. 

The same solution method must also be able to solve the 
problem in each other subset. When the problem in each 
subset has been solved, it means that the overall terres- 


trial network has also been determined. 


A. NETWORK PARTITION 

There are two approaches that can be used to partition 
the network. They are: 

1. to use the organizational requirement, 


2. to use the geographical conditions of the area. 
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Under the first method, since each MRC Headquarters 
must be connected to some DAC Headquarters, the communica- 
tion network will be partitioned according to the area of 
each DAC. In each DAC we would then solve the design prob- 
lem. This method is good when the line of sight (LOS) link 
between any pair of MRC Headquarters in each DAC is possible. 

The second method considers the fact that a LOS link is 
not always possible due to geographical conditions of the 
area. For example, in Figure 1, the MRC Headquarters are 
separated from each other by different terrain such that 
LOS links sometimes are impossible. Thus the method is to 
divide the nodes into several disjoint-subsets such that 
these subsets can not communicate with each other using 
ematy LOS links. 

Using the second method for partitioning the communi- 
cation network of the Indonesian Armed Forces, let us 
define 

R,: a set of nodes that can not communicate using LOS 

links to anything outside the set; u= 1, 2, ... £ 


where r 1s the total number of the sets. 


me is obvious that 


Reais 8% sie Us 
and 

=a 

J oN 

u=L 
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Since the nodes in each set R, cannot communicate 
to any other nodes outside the set using LOS links, then 
the communication between sets must be provided using 
satellite links. In other words, to satisfy the required 
connection as shown in Table l, then in each set R, there 
must be at least one satellite terminal. 

The exact number of satellite terminals in each set 
R, basically depends on the total demand of the nodes in 
the set and also on the size of satellite terminal used. 

We consider three sizes of satellite terminals. Each size 
1s associated with the number of channels it is able to 
handle. Thus, depending on the total demand of nodes in 

Ru and on the sizes of the satellite terminals chosen, we 
might have more than one satellite terminal in that particu- 
lar R,: Then the total number of satellite terminals 

in the overall network will be the sum of the number of 
satellite terminals in each R, , once these have been 
determined. 

The location of satellite terminals must be chosen from 
the set T such that the total realization cost of the 
network 1S a minimum. For example, if it was decided to 
have two satellite terminals in a particular R , the 
first choice might be given to the nodes having the largest 
demands if they are also elements of set T . If they are 
not, we would pick two elements of set T which are nearest 
to them. If the demands do not differ significantly, then 


for each possible combination of two elements of set T , 
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we suggest solving the problem, and then to adopt the 
combination having the least realization cost. The number 
of combinations might be reduced significantly using careful 
military and technical judgments. 

In the case of having, for example, k satellite 
terminals (k > 1) then each satellite terminal and the 
nodes connected to it will form a separate subnetwork. The 
design problem must be solved separately for each subnetwork. 
In doing this we must first find a way to cluster the nodes, 
that is to choose which nodes are to be connected to which 
satellite terminal. 

We do not consider interconnecting the clusters via the 
terrestrial network, but it might be wise to do so since 
this would allow one satellite terminal to carry the emergency 


traffic if the other is out of service. 


EeeecuUSlERING THE NODES 

The method of clustering the nodes is generally dictated 
by the dispersion of the nodes in R 

There are two basic methods that we may use. They 
are: 

1. Minimal spanning tree: Construct a minimal spanning 
tree connecting all nodes, then eliminate (z-1) 
longest links, where "z" is the desired number 
of clusters. For example, we have ll nodes and the 
minimal spanning tree connecting all nodes is given 


in Figure 3. Suppose it was decided to have two 


Sl 








FIG 3. MINIMAL SPANNING TREE 


satellite terminals, Ty and T., . We would 


consider locating them at Ny and Ng 
respectively, and then eliminate the longest link, 
EMes=ass Leg - 

Nearest-Neighbor : the nodes will be connected to 
the satellite terminal with the lowest cost of 
connection. We can do this simply by comparing 


the cost of connecting a node to different satellite 


terminals. In the example in Figure 4 (next page), 
we have 1l nodes. If there must also be two satellite 
terminals Ty) and T, , we consider locating them 


a2 
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FIGURE 4. THE NEAREST NEIGHBOR 


at Ny and Ng respectively. Then by comparing 


the cost of connecting each node to either T, or 


T. , we might have, for example (N,,N,,N,,N,} Ligh Yonay= 


cluster with T and {N5,Ng/Njo/N 


1 11? in another 


Wwaeth T., 


To decide which method will be used in a particular 


eeopblem, a careful judgment is needed. For example, consider 


the nodes shown in Figure 3. If one uses the Nearest-Neighbor 
Method to cluster these nodes, one might include Ne in 
a cluster together with Ty: Ny) Nos Ny, and Ne since the 


estance from Ty to Ne 1s shorter than the distance 


from Ne O tT. PPLOmeconmec & Ne E@ Ty Enough Ne ; 
however, will be more expensive than to connect Ne to T., 
through No , Since the distance from Ne 1exe Ne 1s longer 


Ehan the distance from Ne to No 
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In Figure 4, the satellite terminals are located more 
centrally relative to the locations of the nodes. If one 


uses the Minimal Spanning Tree method, one might eliminate 


Logs then include either NU or Ng in a cluster together 
with Ty) . However, it is in fact better to connect both 
of them directly to T., . Thus in this case, the Nearest 


Z 


Neighbor method is more Suitable. 

The most important things that must be emphasized in 
clustering the nodes are that the clusters must not overlap, 
that is, their intersections are void and the capacity con- 
straint of each satellite terminal as expressed by formula 
(3) must be preserved. 

Notice that each cluster will have exactly one satellite 
terminal. Since the solution method for the design problem 
will be developed in one cluster, then to simplify the 
Metation, through the rest of thisthesis the subscript "j" 
‘Lig! We will be dropped. 

The capacity constraint of formula (3) is not fully 
applicable in the cluster with the node representing 
Jakarta in it. The satellite terminal in this cluster is 
used to provide connections between Jakarta and the other 
nodes outside the cluster. The communication inside the 
cluster will be provided by LOS links. Thus if Jakarta has 
weight ie and some portion of this weight, say ie ; 
is for the communication inside the cluster, then the 


capacity of the satellite terminal in this cluster must satisfy 


ete. Ga (6) 





fee COST STRUCTURE 

We already stated that the design problem for each 
subnetwork will be solved separately, then the construction 
cost of the overall network will be based on the cost 
structure of each subnetwork. In the sae cluster containing 
one satellite terminal T anda set NM of nodes having 


microwave terminals, the construction cost is 


Le. = Game) tI. + eG 7 
J N.ceNM ~ N.cNM sN abs 
a a 
Nye NM or T 
The link's cost Ci, can be computed using formula (5). 


To compute the link capacity Pik and also to determine 
Ene Cost I. we use the following consideration. The 
demand n. of each node is the number of channels required 
for conducting the operational and administrative activities. 
In any case, this number must be preserved. Thus if there 
are om, disjoint paths from N. to T , then in each path, 
the demand n. must be satisfied. This method will have 
the effect that in the worst case in which the network still 
functions, that is, all but one path from N. 1s destroyed, 
there are still n. channels available for N. . The demand 
of any other nodes on these paths must be adjusted such 
that they are also able to handle n. -. In other words, 
we define Pip as the minimum required number of channels 
ia the link Ray and the adjusted demand n,! of node N. 


as the minimum number of channels that must be handled by 
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the terminal at N. ee Lhe wquantity Pix determines the 


cost Cex and n. determines the size of the terminal 
at N; and 1tS=aequasition cost: 
As an illustrative example of computing Pi, and he | ; 


consider the network in Figure 5. Suppose 2 was 


oul 


= 
j 

Il 

Lo 


FIGURE 5. ILLUSTRATIVE EXAMPLE FOR 
COMPUTING Pik and n! 


destroyed, then N must communicate to T via N, and 


3 
Ny and N, must communicate to T via Ny . The capacity 
of the links constructing the path from N, to T and the 


capacity of the terminals on this path must reflect this 


consideration. The terminal at Ny must be able to handle 


the messages going to and coming from N N and N 


a. 3 
Simultaneously. Likewise link Lag must be capable of 
handling all the traffic for nodes Ny N. and N, . The 
Same Situation will arise for N, and Lam 1f we suppose 
Q 1s destroyed. 


iT 
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By considering all possible cases of link destruction 
in which the network still functions, the link capacities 


and adjusted demands for the network in Figure 5 will be 


ny! = max{n,,(n,+n,), (n,+n,+n,) } = 15, 
no! = max{n5,(n,+n,),(n,+n,) } = 12 , 
nN! = max{n,,(n,+n,),(n,+n,+n,) } =— Lo, 
Lap = max{n,,(n,+n,),(n,+n,+n,) } = n,' = 15 , 
219 = max{n,,(n,+n,) } —— AL 
Lo = max{(n, +n) ,n,} =e 2 | 
and 
Lan = max{n.,,(n,+n,), (n,+n,+n,) } = nN! = 15. 


It 1S lmportant to note that the capacity of a link 
incident to the satellite terminal is always equal to the 


adjusted demand of the node adjacent to it, or 


ae hee (8) 


af 





Once the adjusted demand of each node is computed, 
the cost I. can be determined, and when the link capaci- 
ties have been found, the cost matrix C= te, can be 
used to determine the construction cost of the links in 
the aia cluster using formulas (5) and (7). 

The total construction cost of the overall communica- 
tion network expressed by formula (4) then can be determined 


as the sum of all construction costs of the subnetworks, 


1.e. 


D. THE ALGORITHM 

There exist some algorithms for constructing a low-cost 
survivable network. The algorithm proposed by Hakimi [3] 
can be modified for constructing a least vulnerable network 
under least-cost constraint when the cost of links is not 
uniform. Steiglitz2 et al. [4] proposed an heuristic approach 
for finding a near optimal configuration using a random starting 
routine and an optimizing routine. The cost of the link in 
their model is only a function of distance, thus independent 
of the capacity of the link. Due to the differences in the 
cost structure of the network, we will use a different 
algorithm. 

The algorithm used for finding the least-cost configura- 


tion of each network is heuristic, and it begins with a 
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nonfeasible solution in which all nodes are connected 
directly to the satellite terminal with m; links, and 
modifies it until a feasible solution is obtained. We 
then attempt to reduce the construction cost by employing 
a "link-exchange" procedure. 
By a feasible solution we mean a configuration of a 
subnetwork having the following properties: 
1. All nodes are connected to the satellite terminal 
either directly or via other nodes, 
2. The degree requirement of each node is satisfied, 
and 
3. There are no parallel branches between any pairs 
of nodes. 


Let us define 


; fie : 
file: the set of nodes in 7 2 cluster having microwave 


terminals, 


IN : The set of nonfeasible nodes, that is, nodes 
having more than one link connected directly to 
T , 


IN : The set of feasible nodes, that is, nodes having 
Bee nostmonce limk conmected to Tf , while the 


remaining links are connected so some different 


nodes, 
L >: The set of existing links. 
Meis clear that INf} IN = 0 and INU IN = WM. 


The algorithm is started by assigning all nodes to the 


set IN so that each node is connected directly to T by 


Bey) 





m5 parallel links. At each step, at least one element 

ef IN is transferred to IN . This transfer is made 
possible by successively inserting a new link connecting 

the node to be transferred, say N. , to different nodes and 
at the same time deleting the link from N. to T and the 


link from T to the node being considered for connection 


to N,. ae - orermecnwcrcdemaing thissnode when there 15 only 
one link remaining from N. to T . In this case N. is 
not an element of IN anymore. Each time we consider 


inserting a new link from N. to any other node, say Ny P 
and at the same time deleting links from N; EOin cond 
from Ny to T , we compute the cost of the configuration. 
We pick the one having minimum cost. For all nodes con- 
nected to N, at the end of this step, each must have pro- 
vided the minimum cost among all nodes considered. Then, 
we update IN, IN and L by transferring N, and maybe 
some other nodes from IN to IN , and add the inserted 
links to L and remove the deleted links from L . 

The step explained above is then repeated for the 
remaining nodes in IN . When all nodes in IN are trans- 
merred to IN , we obtain a feasible solution. 

Once a feasible solution is obtained, the next step is 
a trial process to find a new feasible configuration with 
lower cost. This is done by examining each link with every 
Other link. (The question is, if the examined links are 


removed and we insert new links such that the feasibility 
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is preserved, can the cost be decreased?) If the cost 
resulting is lower, then the improvement 1s adopted. 
As an example, let us consider a feasible configuration 


for d. = 2 for all nodes as shown in Figure 6. 


FIGURE 6. A FEASIBLE SOLUTION FOR dq; =e 


mie set L of this solution is 


a CLamr eyo tag tami toms tees lem) 


Suppose we examine Lam with respect to every other link 


element L. Clearly Lam cannot be examined with 215 


Since they both have a common point at Ny . To examine 


Lam with Lo means to remove links ton and 253 


If this new configuration results 


and 


to insert 443 and Lom 


in a lower cost, the configuration is adopted and the set 


L 1s updated, otherwise we examine with the other 


Ton! 


by removing Lam and dem and 


Cannot be examined with 


links, for example, dem 


inserting 2 wee Uneslaink 


1B 18h 
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2 Q ; ; 
‘ee Since by removing iT and 56 7 an insertion of 
either tis or * 6 will result in a nonfeasible 
Seontiguration. 


If any of the examinations above results in a lower 
cost, then the new configuration is adopted, and the step 
is repeated again with a new set L. The step is terminated 
when all links in L have been examined and no lower cost 
obtained. 

The examination of links in the feasible solution is 
actually an approach to arrive eventually at a "near-optimal" 
eentiguration. 

The algorithm will be written as follows: 


l. Set IN = NM 
InN = {0} 


L , the set of existing links, contains only 
links connecting the nodes directly to 


the terminals. 


Compute the cost of the configuration. 


2. Pick any node N. e IN 
a) Consider inserting a link from N. to every 


other node in NM. Let Ny be one of these 


nodes. Compute the cost if we insert link dey 


and delete links for 2 e L 


iw ee 
Do this for Ny E NM , k #1 =, and pick the one 


having minimum cost. 
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b) If N, can be transferred to EM » Weekes “ay 4 
and L andthen if IN # {0} go to Step 2 
for a new N. which is an element of the updated 
IN. If N, cannot be transferred to IN 
repeat Step 2 a) with every other node in NM 
except Ny picked in step 2 a) 

etre iN = 0) Ggomto Step 3, otherwise go to 


Seep ez. 


Arrange the elements of L in any order. Let 


Dee be the first element of L and 2 be the 
ih k2Q 


next element to den sigh Ih 


a) If Len and dio 


and if it is feasible to do so, connect the 


have a common point at T , 


other end points if they have not been connected 


and delete 2 and If the other end 


ih aie 


points have been connected, go back to Step 3 


for the next dig 

1G den and dig have a common point at, Say 
Neos the examination cannot be executed, go back 
to Step 3 for the next dig 

ie den and bien have no common points, delete 
ten and ho and insert den and dy» OF aig 


and dite if there are no such links and if it 
is feasible to do so. 
For any new configuration obtained, compute the 


EOS. 
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If the cost obtained in (a) 1S lower, adopt the 
GOnttguGatilonmmupaate L and go back to Step 3 
with the updated L , otherwise repeat Step 3 a) 


with the next dio - 


liie./ 2eongers LAL dio no lower cost has been found, 


Gon eOrsecp 4. 


Repeat Step 3 for the next element to Ran 


ii< fOr alee Ley e L no improvement in cost has 


been found, stop the algorithm and adopt the minimum 


cost obtained and the configuration associated with 


it as the solution. 
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V. EXAMPLE 


Let us consider the following problem. Suppose in 
the oe cluster, the nodes are located as shown in Figure 7. 


It was decided to locate a satellite terminal T at Ny - 


© ® 


o Y 


PUGURE 7) NODES SEOCATION 


The link redundancy for each node is Meo = 2 . Hypothetical 
data concerning the parameters of the network are given as 
follows: 


The demand of each node: 


ny = 3 n = 8 ia = 4 
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Cost I. Cost G 


Capacity I. Capacity G. 
_ Sa Se ae ar 
a2 50 24 400 
24 75 48 pow 
36 100 
COST MATRIX C = cc. 
shh 





SOLUTION: 
Mmeeoctart with initial configuration, IN = (N,,N,,N,,N,,N} ; 


IN = {0} 


mve COSt Of this configuration is: 


© 
It 
WW 


meee — 12; c = 3 x 4= 12 


‘e) 
Il 
= 


x 3 = 12; G = 4x3 = 12 
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eS 


IN 


Com =o. 2 = 3 Cr3 = 3 = 5 
Com = 4x1= 4; Crs = 4 l= 4 
Com sous 2 oe 1? Cre = 3 2= 6 
5 5 2) 
ieee 00 +) 50 + ) CL. ) Cn; = 400 + 250 + 74 
i=1 1=1 i1=1 
= 724 
Select Ny as the first node to be transferred to 
a. Consider inserting link Lay and deleting links 
Lam and amt Ko 25D 7 0 
cost of links cost of remaining 
Lay involving Lik links AG: 
Lao 37) 26 733 
£33 Bo 44 733 
Las 63 42 Vas 
Lag 60 38 748 
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MicmiilnEmunMm scCOSe LS Obtained if Lio Or 213 is 


inserted. Let us insert 2 transfer N and 


VS iL 


N, to IN , and thus now IN = {N5,Ne,Ne} and 


i {N,,N,} 


Since Ny could be transferred, let us take an 


element N, from updated IN . We now consider 


inserting link doy and deleting links Lom and 
teem : 
Cost Of Links cost of 

Loy VO by NG; Loy remaining links Jue 
boy 73 20 742 
ho 82 20 752 
os be Sk 756 
Log Sek 47 748 


hoy 1S inserted, and we transfer N, to IN 
Now IN = {N. NES 5 N= (N,N, ,N,} 

Take N. , and consider inserting link bey 
and deleting Lem and tam 
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cost of links COSt OL 


Ley involving Ley remaining links me 
Leo 27 12 839 
Le 7 eZ §39 
Lee 29 7S 752 
Lee 1s inserted and we transfer Ne and Ne 
to IN 

c) Since IN = {0} , we arrive at a feasible 
complourcatiOn . 


We write L= i 24 and we wish 


zr op yar tom gq i561 6p 


to examine 2 and 2 


pS SE 
a) Since Lam 1s also an element of L , then we can 
only insert link Lig and Les and delete £53 


and Lea ; 


The links' cost will be 


C15 = 4x2 = 8 , 
Cin See 2 Oe, 
Com = 7x3 = 21, 
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2) 


3T 
Ca5 =x se ia 2d y 
Coe ——7 <a> la. 
Com =o x 2 = enon, 
and 
Een = 4003+ 250 + 122 = 872 


The cost obtained is even higher. than in the previous 
configuration. Thus the configuration considered 
here will not be adopted. 


The examination of 2 with respect to Lig tops tse: 


IL 


dem also does not result ina lower cost. 


The examination of Lepr ty ar top tap 256 and dem does 


not result in a lower cost configuration. 


We adopt the configuration obtained in Step 2b-2 as 


mae SOINELON With Minimum cost of 742 


S10) 





Vine CONCLUSION 


In this thesis we modeled the integration of satellite 
and terrestrial communication systems, without acquiring 
the satellite itself. The model would be different if the 
satellite acquisition is taken into account, and also if the 
optimal number of satellites must be considered. There are 
some studies by Yau [5] and Chou et. al [6] concerning 
this type of problem. Both studies were created for 
commercial systems, but could be modified Or etl easy 
purposes. 

The computations involved in executing the algorithm 
will increase with increasing the number of nodes, but will 
not be excessive for problems involving no more than 10 or 
20 nodes in each set RY 

The approach used for computing the capacity of the 
link can be modified by considering routing only a portion 
of the demand of the Headquarters on each path. Thus 
knowing the actual demand of every Headquarters, the problem 
can be extended to find the best proportion of demand from 
each Headquarters to be routed to each path such that the 
construction cost of the links is minimized. Moreover, the 
link cost function can also be modified so that it reflects 
the actual condition. 

In satisfying the survivability requirement, one might 


not use the assumptions concerning the invulnerability of 





terminals and satellite links. In this case the redundancy 
of satellite links must also be considered, thus there will 
be more than one satellite terminal in each cluster. 
Another algorithm must be developed to solve this problem. 

Finally, it is ‘hoped that this thesis will be useful 
to those dealing with military communication networks. 
Since the solution method presented is heuristic, an 


improvement is still possible. 
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